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Art. 90804

EN - Wall lamp for exterior equipped with COB LEDs, direct light diffusion.Die
cast aluminium housing electrostatically painted in sand white, transparent
tempered glass diffuser.

RO - Aplica pentru exterior echipata cu LED COB,emisie luminoasa directa.
Structura din aluminiu turnat sub presiune vopsit in camp electrostatic culoare
alb mat, dispersor din sticla temperata transparenta.

IT- Applique per esterni equipaggiata con LED COB,emissione luminosa diretta.

Corpo in pressofusione di alluminio verniciato a polveri bianco opaco, diffusore
in vetro temperato trasparente.

RU - Bpa ans HapyHOro ocBeLLleHNs, OCHalleHHoe cBeToamogom COB,
npsiMoro ceeveHns. Kopnyc ns nuToro nog AaBfleHeM anioMrUHIS, okpalleH
B 9NEKTPOCTaTUYECKOM Nofe B MaTOBO Benblli LIBET, paccensaTens 13
3aKarneHHoro crtekna.

HU - Kultéri fali lampa, COB LED-el szerelve, direkt fényszorasu, elektrosztatikus
mez&ben festett Ontott aluminium szerkezet, matt fehér, ttetszé héalls tveg
diszperzor.

BG - EKCTEPHOPHO CTEHHO OCBETUTENHO TSMNO, okomnnektoBaHo ¢ COB LED, ¢
OVPEKTHa CBETMWHA, OTNAT anyMUHUEB KOPMNYC B BN MaT, NPO3pPayYHO CTHKIO.

SK - Nastenné exteriérové svietidlo vybavené LED diédami COB, s priamym
rozptylom svetla.Teleso z hlinika elektrostaticky lakované v pieskovo bielej
farbe, priehladné tvrdené sklo.

Product type / color Wall lamp / Sand white
Input voltage 220-240V,50/60Hz
Power 4W

Led type COBLED,1pc x3W
Color temperature 2700K

Led luminous flux 312Im

System luminous flux ~ 245Im

CRI/ Optics 280/40°

Control ON/OFF

Quse (Im) / Pon (w) 312/2.8

FTM/MT™M 0.926/10318

Energy efficiency class  F

Warranty (years) 3

Protection class Class|

IP/IK rating P65 /1K05

Work temperature -20°/+45°C

LED lifespan 50.000 hours
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Imax 744 cd/kim
LED removal Yes
by a specialist
DRIVER removal
by a specialist Yes
Anti rust and
N\ corosion treatment Yes 45° 45°
Front sea No
Suitable 1000 cd/Kim

Standards: EN60598-1:2015/A1:2018, EN 60598-2-3:2003 + A1:2011, EN 62493:2015, EN 62471:2008, EN IEC
62031: 2020, EN IEC 55015:2019/A11:2020, EN IEC 61000-3-2: 2019/A1:2021, EN 61000-3-3: 2013/A2: 2021, EN
61547:2009. Made in PRC.
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